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IMPORTANT

THIS DRAWING SHALL BE USED 1IN
COMBINATION WITH THE GENERAL
NOTES AT THE BEGINNING OF
STANDARDS NO. MD 104.00.
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TEMPORARY TRAFFIC

SURE.

FOR THE TYPICAL 2 LEFT LANES CLOSURE
THE CHANNELIZING DEVICES SHALL BE SET UP
SYMMETRICALLY TO THE 2 RIGHT LANES CLOSURE
SETUP AND THE SIGNING SHALL REFLECT THE 2 LEFT
RAMP SIGNING REMAINS THE SAME.

| CHANNELIZING DEVICES

DIRECTION OF

SIGN SUPPORT
———FACE OF SIGN

TRAFFIC

WORK SITE

CONTROL TYPICAL APPLICATION

CHANNEL IZING DEVICES ARE TYPICALLY SPACED AT
25 FOOT INTERVALS MAXIMUM IN THE IMMEDIATE AREA
OF THE ENTRANCE POINT IN ORDER TO CLEARLY
DEFINE THE TEMPORARY ENTRANCE.
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STANDARDS FOR HIGHWAYS AND INCIDENTAL STRUCTURES
ENTRANCE RAMP TREATMENT/EXP-FREEWAY
GREATER THAN 40 MPH/OVER 12 HRS.
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